
PUBLIC ROAD

SERVICE STATION 
HAZARDOUS AREAS MAP

THE EXTENT OF THE HAZARDOUS AREA IS SHOWN THUS:

THE EXTENT OF THE HAZARDOUS AREAS MAY INCREASE UNDER YOUR ASSESSMENT 
BUT MUST NOT BE LESS THAN THE DISTANCES SHOWN.

THE EXTENT OF THE AREA WITHIN THE SITE BOUNDARY IS SHOWN THUS:

THE SALES BUILDING IS AN EXCLUDED AREA

# FOR TANKS LARGER THAN 20kL CONTACT COMPANY REPRESENTATIVE * WHICHEVER IS THE GREATER

SMOKING IS NOT PERMITTED ON SITE

WPCG_SSHAZ_04  0 3 / 0 5 / 2 0 1 9

For purposes of clarity, the vertical extent of the hazardous areas is not shown on this map. For work 
clearance purposes, work at any height within the site boundary that has the potential to cause an 
ignition source to enter this area will require the contractor to contact the company representative.

Distances shown are based on the Classification of Hazardous Areas as contained in 
Australian Standard AS/NZS 60079.10.1:2009. This map does not contain every provision of the 
standards that may apply at a Service Station. For additional information, contractors should refer 
to the relevant part of AS/NZS 60079.10.1:2009
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